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Normal pressure KN 294 294 294 294 294

Max.processing sheet size mm 1250×2500 1250×4000 1250×5000 1500×4000 1500×5000

Max.processing sheet 

thickness

carbon steel mm 6.35 6.35 6.35 6.35 6.35

stainless steel mm 4 4 4 4 4

Max.punch diameter mm ø88.9 ø88.9 ø88.9 ø88.9 ø88.9

Punch accuracy mm ±0.1 ±0.1 ±0.1 ±0.1 ±0.1

Ram stroke rates cpm 1500 1500 1500 1500 1500

Punch frequency   (1mm step, 6mm punching stroke) cpm 700 700 700 700 700

Punch frequency   (25.4mm step, 6mm punching stroke) cpm 400 400 400 400 400

maximum speed of the plate movement m/min 102 102 102 102 102

Turret speed rpm 30 30 30 30 30

CNC axis 5(X,Y,T,C,Z) 5(X,Y,T,C,Z) 5(X,Y,T,C,Z) 5(X,Y,T,C,Z) 5(X,Y,T,C,Z)

Total power consumption kW 6.1 6.1 6.1 6.1 6.1

Air resource Mpa 0.6 0.6 0.6 0.6 0.6

Overall dimension

L mm 5410 5410 5410 5910 5910

W mm 2300 4000 5000 4000 5000

H mm 2260 2260 2260 2260 2260

Weight kg 14000 15000 16000 18000 19000

Parameter unit HPE-3044 HPE-3047 HPE-3048 HPE-3057 HPE-3058

A ● 10 16 17 18 ø3.0~ø12.7mm

B ● 10 2 16 2 15 16 ø12.7~ø31.75mm

C ● 2 2 2 2 ø31.75~ø50.8mm

D ● 2 2 1 2 2 2 ø50.8~ø88.9mm

E ● 1 ø114.3mm

Tool station 
category

Symbol 
26 LA2 (2B) 38LA2 (2B) 38 LA2 (2D) 40 LA2 (2D) 

Dimension range 
NO AI NO AI NO AI NO AI
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